VICTOR “JERSEY” 


The Screw (Body, Head and Collar) is in One Piece, Turned from Cold Rolled Steel, and has a Square Lathe-Cut 
Thread. The Steel Jaws are Hardened, and All Jaws are Ground to Insure that they Meet Squarely When Tightened. Both 
Back and Front Jaws are Filed to Fit. 



Clamp Base, Plain Iron Jaws, Japanned 
Body. 


Xos. 

741 

742 

743 

Jaws, Inches. . . . 

. 1% 

1% 

2 

Wt. Each, Lbs.. . 

3 

3>4 

3 Vi 

Each . 

. $1.40 

1.80 

2.00 

Xos. 

744 

745 

746 

Jaws, Inches. . . . 

. 2>4 

2% 

3 

Wt. Each, Lbs.. . 

4 

5 

9 

Each . 

. $2.50 

300 

4.50 




Clamp Base, Hardened Tool Steel Jaws, | Swivel Base, Hardened Tool Steel Jaws, 
Japanned Body. j Japanned Body. 


Xos . 

761 

763 

766 

No. 

_ 772 

Jaws, Inches. . . . 

. 1% 

2 

3 

Jaws, Inches. 

. 1% 

Wt. Each, Lbs.. 

3 

3 % 

8% 

Weight Each, Lbs. 

. 3 

Each . 

. $1.80 

2.60 

6.00 

Each . 

. $2.60 


Victor “Jersey” Vises are Packed One in a Paper Package. 


VICTOR “JERSEY,” ASSORTED 
Twelve Vises and Stand. 

Per Assortment 

No. 12 Assortment—Consists of Two Each Nos. 741, 74 2 and 743, One Each 
Nos. 744, 745, 746, 761, 763 and 772 Japanned Victor “Jersey” Vises and 

Attractive Display Stand, Weight Complete 64 Lbs.$28-00 

Description of Vises Contained in Xo. 12 Assortment. 


Nos. .. 741 742 748 744 745 

Width of Jaws, Inches. IVz 1% 2 2% 2# 

Weight Each, Lbs.. 3 3% 3 M* 4 5 

Nos. .,. 746 761 70S 772 

Width of Jaws, Inches. 3 1^ 2 1% 

Weight Each, Lbs. 8% 3 3% 3 


Nos. 741 to 746 have clamp base and plain iron jaws. Nos. 761 and 763 have 
clamp base and hardened tool steel jaws. No. 772 has swivel base and hardened tool 
steel jaws. 

The screw is turned from cold rolled steel and has a square lathe-cut thread. 

One Assortment CjQOgle 

























